803 KAR 2:309. General environmental controls.
RELATES TO: KRS 338.051(3), 338.061, 29 C.F.R. 1910.141-1910.147
STATUTORY AUTHORITY: KRS 338.051, 338.061
NECESSITY, FUNCTION, AND CONFORMITY: KRS 338.051(3) requires the Kentucky Occupational Safety and Health Standards Board to promulgate occupational safety and health administrative regulations and authorizes the chairman to reference federal standards without board approval if necessary to meet federal time requirements. KRS 338.061 authorizes the board to establish, modify, or repeal standards and reference federal standards. This administrative regulation establishes standards that are enforced by the Department of Workplace Standards in general industry.
Section 1. Definitions.
(1) "C.F.R." means Code of Federal Regulations.
(2) "Employee" is defined by KRS 338.015(2).
(3) "Employer" is defined by KRS 338.015(1).
(4) "Standard" means "occupational safety and health standard" as defined by KRS 338.015(3).
Section 2. Except as established by Section 3 of this administrative regulation, general industry shall comply with 29 C.F.R. 1910, Subpart J, General Environmental Controls, published by the Office of the Federal Register, National Archives and Records Services, General Services Administration.
Section 3. 
(1) 
(a) Lockout. The requirements in paragraph (b) of this subsection shall apply in lieu of 29 C.F.R. 1910.147(c)(2)(ii).
(b) If an energy isolating device is capable of being locked out, the employer's energy control program under 29 C.F.R. 1910.147(c)(1) shall utilize lockout.
(2) 
(a) Full employee protection. The requirements in paragraphs (b) and (c) of this subsection shall apply in lieu of 29 C.F.R. 1910.147(c)(3)(i).
(b) If a tagout device is used on an energy isolating device that is incapable of being locked out, the tagout device shall be attached at the same location that the lockout device would have been attached and the employer shall demonstrate that the tagout program shall provide a level of safety equivalent to that obtained by using a lockout program.
(c) If a tagout device is used with an energy isolating device that is incapable of being locked out, the tagout device shall be fastened at the same point at which the lock would have been attached.
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